## Dimensions & Specifications of Block Fittings
for Sherman & Reilly Blocks

<table>
<thead>
<tr>
<th>Fitting Specifications &amp; Dimensions</th>
<th>Mating with Socket Connectors</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Model</strong></td>
<td><strong>Max. Working Load</strong></td>
</tr>
<tr>
<td>No. 1 Hook</td>
<td>10,000 lb.</td>
</tr>
<tr>
<td>No. 1 Hook w/Safety Hasp</td>
<td>10,000 lb.</td>
</tr>
<tr>
<td>No. 6 Oval Eye</td>
<td>10,000 lb.</td>
</tr>
<tr>
<td>No. 8 Clevis</td>
<td>10,000 lb.</td>
</tr>
<tr>
<td>No. 3030</td>
<td>10,000 lb.</td>
</tr>
<tr>
<td>N3306Y Noose</td>
<td>2,500 lb.</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Specifications subject to change without notice.
## Dimensions & Specifications of Block Fittings for Sherman & Reilly Blocks

<table>
<thead>
<tr>
<th>Model</th>
<th>Max. Working Load</th>
<th>Materials</th>
<th>Image &amp; Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>No. 3032</td>
<td>10,000 lb.</td>
<td>Steel, heat-treated, hot-dipped galvanized</td>
<td></td>
</tr>
<tr>
<td>No. 3051</td>
<td>10,000 lb.</td>
<td>Steel, heat-treated, hot-dipped galvanized</td>
<td></td>
</tr>
</tbody>
</table>

Specifications subject to change without notice.